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5220 Aero

We recommend use the major axis, do not 

dismantle the slide! The maximum safe load is 

given for a fully extended pair of slides, 

mounted on the major axis, with a load spread 

uniformly along the inner beam. 

Mounting details 

Refer to drill table hole 

pitches 

"A" "B"

4013.5220.0300 300 300 140 50 6
4013.5220.0350 350 350 145 50 7
4013.5220.0400 400 400 150 50 8
4013.5220.0450 450 450 155 50 9
4013.5220.0500 500 500 164 50 10
4013.5220.0550 550 550 168 50 11
4013.5220.0600 600 600 170 50 12
4013.5220.0650 650 650 160 50 13
4013.5220.0700 700 700 150 50 14
4013.5220.0750 750 750 140 50 15
4013.5220.0800 800 800 135 50 6

4013.5220.0850 850 850 132 50 6

4013.5220.0900 900 900 129 50 6

4013.5220.0950 950 950 127 50 6

4013.5220.1000 1000 1000 125 50 6

Configuration Table

Part Number
Installation 

Length "L"

Extension 

Length "C"

Load Per Pair 

(kg)
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• Beams: Aircraft grade aluminium 7075 T6. Clear anodised as standard
• Rollers: Stainless steel 316L (1.4404). Cross rollers for rigidity
• Cages: Stainless steel 316L (1.4404). Laser cut for accuracy
• High impact shock spring stops & unique raceway cleaning wipers
• Lubrication: Berulub FR 16 B. (Range: -50 – 140 °C) High temp on request
• Standard lengths & extensions from 300 – 1000mm
• Special lengths, drillings & black surface finish subject to MOQ
• Operating temperatures between -40 – +200 °C (with wipers removed)
• All steel components without spring stops for value production subject to MOQ

AS9100-D release available for this product 
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